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(54) Image search apparatus and method 

(57) An image feature amount extraction unit and 
feature amount label matrix generation unit generate a 
label sequence from image data. An image manage- 
ment DB stores image data stored in an image storage 
unit and label sequences corresponding to the image 
data in correspondence with each other. A label 
sequence index registers, in units of labels, image data 
including the labels and the numbers of labels included 
in those image data. Upon search, a pattern matching 

FIG.2 



unit extracts label sequences which are similar to the 
label sequence of a query image to some extent from 
the label sequence index, computes similarities 
between the extracted label sequences, and the label 
sequence of the query image, and outputs images, in 
which the computed similarities exceed a predeter- 
mined value, as search results. 



USER INTERFACE UNIT 



SIMILAR IMAGE 
SEARCH PROCESS 



IMAGE REGISTRATION PROCESS 



17 



\ IMAGE INPUT UNIt| -T2 
IMAGE g MORY 



IMAGE STORAGE 
UNIT 



IMAGE FEATURE AMOUNT L^i 4 
EXTRACTION UNIT T 



18 
J. 



PATTERN MATCHING UNIT 



FEATURE AMOUIfl' LABa ^ 1 5 
SEQUENCE GENERATION UNIT 



REFER TO 




UPDATE 



IMAGE 

MANAGBENT I 



LABEL 

SEQUENCE INDEX 



^19 



a. 

LU 



Priraod by Xerox (UK) Business Services 
2.16.7/3.6 



BNSDOCID: <EP_09479a7A2_L> 



1 EP0947 937 A2 2 * * 



Description 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates to an image 
search apparatus and method for searching for an 
image. 

[0002] Conventionally, various techniques for search- 
ing for a similar image have been proposed. Similar 
image search techniques for a natural image, which 
have nearly reached a practical level, often use color 
information as an image feature amount. Most of tech- 
niques compute a histogram that pertains to color infor- 
mation and conduct a search using the RGB ratio or a 
combination of colors that frequently appear in an 
image. 

[0003] However, in the conventional technique, since 
the position information of color is lost, search precision 
is not always high. For example. Japanese Laid-Open 
Patent No. 8-249349 discloses pattern matching using 
feature amounts (representative colors) of a plurality of 
blocks obtained by segmenting an image. However, in 
this technique, the distance between the feature 
amounts of two image blocks to be matched must be 
computed, resulting in a huge computation volume. 
When a representative color is used as a feature 
amount, three, i.e., R. G. and B data must be proc- 
essed, thus further complicating computations. Also, 
since comparison is made using the feature amount 
itself, high comparison precision can be obtained but a 
similar image cannot be obtained by a search even due 
to a change in angle of an image or a change in position 
of an object. In other words, a so-called robust similar 
image search that appropriately obtains an image by a 
search with some ambiguity that can absorb a change 
in image angle or object position, some image feature 
amount difference depending on image sensing condi- 
tions, and the like, cannot be made. 
[0004] Therefore, in order to search natural images. It 
is a common practice to assign keywords to images, 
and to perform an Image search using the keywords. 
However, this keyword assignment requires much labor. 
Furthermore, Images which have no keywords must be 
presented as thumbnail Images and rmjst be selected 
manually, thus complicating search operation. 
[0005] As described above, a similar image search 
system, which searches natural images and has nearly 
reached a practical level, uses color Information as an 
Image feature amount. Most of such systems compute 
the RGB ratio or combinations of colors that frequently 
appear in an image by computing a histogram (to be 
referred to as a color histogram hereinafter) that per- 
tains to color information, and conduct a search using 
them as feature amounts. In such search process. It is a 
common practice to make an inner product computation 
of the color histogram as comparison means. 
[0006] However, the volume of inner product compu- 
tation of the color histogram Increases in proportion to 



the number of registered images, and when a large 
number of images have been registered, a long search 
process time is required. 

[0007] Irrespective of the search technique used, the 
5 search time normally increases as the number of regis- 
tered images increases. Especially, in the aforemen- 
tioned similar image search, one-to-one comparison 
must be made between a query image as an example 
Image and a large number of registered images to 
10 determine similarities. For this reason, the number of 
images to be compared (i.e.. the number of registered 
Images) has a large Influence on the search time. 

SUMMARY OF THE INVENTION 

15 

[0008] The present invention has been made in con- 
sideration of the above problems, and has as its object 
to narrow down Images that must undergo similarity 
computations with a query Image to fewer images at 
20 high speed, and implement a high-speed similar Image 
search. 

[0009] It is another object of the present invention to 
attain a high-speed similar image search that takes the 
layout of image feature amounts Into consideration. 

25 [001 0] It is still another object of the present invention 
to attain a similar image search that can search for a 
similar image in consideration of the layout of Image 
feature amounts and can absorb differences due to var- 
iations of image sensing conditions and the like. 

30 [001 1 ] It is still another object of the present invention 
to achieve a quick similar image search by reducing the 
similarity computation volume by computing similarity 
between images in such a manner that a feature 
amount group is expressed by a single label, and an 

35 image is expressed by a label sequence or matrix. 
[001 2] It is still another object of the present invention 
to greatly Improve the processing speed of an image 
search process using labels by appropriately managing 
a label sequence or matrix. 

40 [GDI 3] It is still another object of the present invention 
to attain a more effective similar image search using a 
method that permits certain ambiguity as to label posi- 
tion such as DP nnatchlng. fuzzy nondeterministic 
automaton, or the like upon determining similarity 

45 between a query image and an image to be compared 
by comparing label sequences or matrices. 
[0014] It is still another object of the present Invention 
to provide an image search apparatus or method which 
can attain a high-speed image search (or narrowing 

so down) prior to or in place of an Inner product computa- 
tion of a color histogram. 

[001 5] It is still another object of the present invention 
to reduce the number of Images to a value that the sys- 
tem can process by making a high-speed presearch 
55 using an index file. 

[001 6] It is still another object of the present Invention 
to allow narrowing down In consideration of the ambigu- 
ity level of a search designated by the user. 
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[001 7] Other features and advantages of the present 
invention will be apparent from the following description 
taken in conjunction with the accompanying drawings, 
in which like reference characters designate the same 
or similar parts throughout the figures thereof. 5 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] The accompanying drawings, which are incor- 
porated in and constitute a part of the specification, 10 
illustrate embodiments of the invention and. together 
with the description, serve to explain the principle of the 
invention. 

Fig. 1 is a block diagram showing the control is 
arrangement of an image search apparatus accord- 
ing to the first embodiment of the present invention; 
Fig. 2 is a block diagram showing the functional 
arrangement of the image search apparatus of the 
first embodiment: 20 
Fig. 3 is a view for explaining the storage state of 
image data in an image storage unit 17; 
Fig. 4 is a flow chart showing the sequence of an 
image registration process according to the first 
embodiment; 25 
Fig. 5 is a view showing an example of an image 
segmented into blocks according to the first embod- 
iment; 

Fig. 6 is a view for explaining a multi-dimensional 
feature amount space according to the first embod- 30 
iment; 

Figs. 7A to 7C are views for explaining examples of 
the block orders upon generating a label sequence; 
Fig. 8 is a view for explaining the storage format of 
image data by an image management database in 35 
the first embodiment; 

Fig. 9 is a flow chart for explaining the processing 
sequence of a similar image search according to 
the first emtxxJiment; 

Fig. 10 is a view showing an example of the data 40 
format of a label component index; 
Fig. 11 is a view showing an example of a penalty 
matrix among labels used upon obtaining a similar- 
ity by comparing label sequences; 
Fig. 1 2 is a view for explaining the distance compu- 45 
tation between the label sequences using DP 
matching; 

Fig. 13 is a view for explaining the distance compu- 
tation between the label sequences using DP 
matching; so 
Fig. 14 is a view for explaining the distance compu- 
tation between the label sequences using DP 
matching; 

Fig. 15 is a block diagram showing the functional 
arrangement of an image search apparatus accord- ss 
ing to the second embodiment of the present inven- 
tion; 

Fig. 1 6 is a view for explaining the storage format of 
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image data by an image management database in 

the second embodiment; 

Fig. 1 7 is a flow chart showing the sequence of an 
image registration process according to the second 
embodiment; 

Figs. ISA to 18E are views for explaining examples 
of the block orders upon generating a label matrix in 
the second emtxxliment; 

Fig. 1 9 is a flow chart for explaining the processing 
sequence of a similar image search according to 
the second embodiment; 

Figs. 20A to 20c are views for explaining a similarly 
computation process according to the second 
embodiment; 

Fig. 21 is a flow chart for explaining the sequence of 
a similarity computation using two-dimensional DP 
matching according to the second embodiment; 
Fig. 22 is a flow chart showing the dynamic setting 
sequence of a penalty value according to the sec- 
ond embodiment; 

Fig. 23 is a view for explaining adjustment of a 
matching window in DP matching; 
Fig. 24 is a block diagram showing the functional 
arrangement of an Image search apparatus accord- 
ing to the third embodiment of the present Inven- 
tion; 

Rg. 25 is a view showing an example of the data 

format of storage data in an image management 

database in the third embodiment; 

Fig. 26 is a flow chart showing the sequence of an 

image registration process according to the third 

embodiment; 

Fig. 27 is a flow chart for explaining the sequence of 
a similar image search process according to the 
third embodiment; 

Rg. 28 is a flow chart showing the processing 
sequence of a presearch according to the *4hird 
embodiment; and 

Rg. 29 is a flow chart for explaining the sequence of 
image extraction in accordance with ambiguity in 
the presearch of the third embodiment. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0019] Preferred embodiments of the present inven- 
tion will now be described in detail In accordance with 
the accompanying drawings. 

[First Embodiment] 

[0020] Fig. 1 Is a block diagram showing the control 
arrangement of an Image search apparatus according 
to the first embodiment. Referring to Fig. 1. reference 
numeral 101 denotes a CPU for executing various kinds 
of control in the image search apparatus of this embod- 
iment. Reference numeral 102 denotes a ROM which 
stores a boot program executed upon starting up this 
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apparatus, and various data. Reference numeral 103 
denotes a RAM which stores a control program proc- 
essed by the CPU 101 , and provides a work area used 
by the CPU 101 upon executing various kinds of control. 
Reference numeral 1 04 denotes a keyboard; and 1 05, a 5 
mouse, which provide various input operation environ- 
ments to the user. 

[0021] Reference numeral 106 denotes an external 
storage device which is comprised of a hard disk, floppy 
disk, CD-ROM, or the like. Reference numeral 107 10 
denotes a display which makes various kinds of display 
under the control of the CPU 101. Reference numeral 

1 08 denotes a network interface which allows communi- 
cations with devices on the network. Reference numeral 

1 09 denotes an interface; and 1 1 0. a scanner for captur- 15 
ing an image. Reference numeral 111 denotes a bus for 
connecting the aforementioned units. Note that the con- 
trol program that implements the processes shown in 
the flow charts to be described later may be stored in 

the ROM 102 or may be loaded from the external stor- so 
age device 106 to the RAM 103. 
[0022] Note that the scanner 110 and external storage 
device 106 in the above arrangement may be located on 
the network. 

[0023] Fig. 2 is a block diagram showing the functional 25 
arrangement of the image search apparatus of the first 
embodiment. Referring to Fig. 2, reference numeral 1 1 
denotes a user interface unit which detects various 
operation inputs from the user using the display 107, 
keyboard 104. and mouse 105. Reference numeral 12 30 
denotes an image input unit which captures an image 
by the scanner 1 10. Reference numeral 13 denotes an 
image memory which stores image data obtained by the 
image input unit 12 in a predetermined area on the RAM 
103. Reference numeral 14 denotes an image feature 35 
amount extraction unit which extracts a feature amount 
from an image stored in the image memory 13 in a 
sequence to be desaibed later Reference numeral 15 
denotes a feature amount label sequence generation 
unit for generating a label sequence on the basis of fea- 40 
ture amounts obtained by the image feature amount 
extraction unit 14. Reference numeral 1 6 denotes a pat- 
tern matching unit that searches for a similar image by 
computing similarities between an image designated or 
submitted as an example image and images stored in 45 
an image storage unit 17 on the basis of their label 
sequences. 

[0024] Reference numeral 1 7 denotes the image stor- 
age unit which stores image data obtained by the image 
input unit 12 and the like. Fig. 3 is a view for explaining so 
the storage state of image data in the image storage 
unit 17. Each image data 112 is assigned an image ID 
111, and the image storage unit 1 7 stores them as a 
pair. Reference numeral 18 denotes an image manage- 
ment database (to be referred to as an image manage- 55 
ment DB hereinafter) for managing image data stored in 
the image storage unit 17 in a data format shown in Fig. 
8 (to be described later). Reference numeral 19 denotes 



a label sequence index which stores a label component 
index file shown in Fig. 10. Note that use of the label 
component index will be explained later with reference 
to the flow chart shown in Fig. 9. 
[0025] An example of the operation of the image 
search apparatus of this embodiment with the above 
arrangement will be explained below. In the example to 
be described below, three colors, i.e.. red (R), green 
(G). and blue (B) are used as image feature amounts 
that pay attention to colors, and processes in a three- 
dimensional color space will be explained. 

[Image Registration Process] 

[0026] A process executed upon image registration 
will be explained first. Fig. 4 is a flow chart showing the 
sequence of the image registration process according 
to the first embodiment. In step S1 1 , an image is cap- 
tured using the image input unit 12 in accordance with a 
user's instruction input via the user interface unit 1 1 , 
and is held in the image memory 13. In step S12, this 
image is segmented into a plurality of blocks. In this 
embodiment, an image is segmented into a plurality of 
blocks in the vertical and horizontal directions. Fig. 5 
shows an example of an image segmented into blocks 
according to this embodiment. As shown in Fig. 5, in this 
embodiment, an image is segmented into 3x3 blocks, 
i.e.. a total of nine blocks for the sake of simplicity. In 
step SI 3, the feature amounts of the segmented blocks 
are computed, and the obtained feature amounts are 
converted into labels. 

[0027] Note that segmentation of an image into 3x3 
blocks shown in Fig. 5 in this embodiment is merely for 
a descriptive purpose. In practice, in case of a natural 
image, the image is preferably segmented into 10x10 
or more blocks. On the other hand, when an article is 
imaged on a white solid background, an iniage is prefer- 
ably segmented into 13 x 13 or more blocks. 
[0028] Fig. 6 is a view for explaining a multi-dimen- 
sional feature amount space. As shown in Fig. 6. a 
multi-dimensional feature amount space (RGB color 
space) is segmented into a plurality of blocks (color 
blocks), i.e.. cells (color cells), and unique labels are 
assigned to the respective cells (color cells) using serial 
numbers. The reason why the multi-dimensional feature 
amount space (RGB color space) is segmented into a 
plurality of blocks is to absorb delicate feature amount 
(color) differences. 

[0029] As for the multi-dimensional feature amount 
space, in place of directly using image feature amounts, 
the respective parameters may be normalized (stand- 
ardized) by obtaining the average and variance by 
experiments, and after that, they may undergo orthogo- 
nal transformation such as principal component analy- 
sis or the like to be transformed into a significant 
dimension. Note that the "significant dimension" is 
defined by a principal component axis with a large con- 
tribution ratio. 
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[0030] In step S1 3. the individual blocks segmented in 
step S12 undergo an image feature amount computa- 
tion to determine the cells on the multi-dimensional fea- 
ture amount space to which these blocks belong, thus 
obtaining corresponding labels. For example, a compu- 
tation for determining color cells to which all pixels in a 
given segmented image block belong is made for that 
segmented image block, and the label of the color cell 
with the highest frequency is determined as a parame- 
ter label (color label) of that segmented image block. 
This process is done for all the blocks. 
[0031 ] After parameter labels are assigned to the indi- 
vidual blocks, the parameter labels assigned to the 
blocks are arranged in a predetermined block order in 
step Si 4 to generate a parameter label sequence (to be 
referred to as a label sequence hereinafter). Figs. 7A to 
7C are views for explaining examples of the block 
orders upon generating a label sequence. The above- 
mentioned label parameters are arranged in the order of 
numerals in the segmented image blocks shown in each 
of Figs. 7A to 7C, thus generating a label sequence. 
[0032] In Fig. 7A. the segmented blocks are obliquely 
scanned from the upper left position toward the lower 
right position. This Is to obtain a longest possible label 
sequence with a high expectation along a query object 
so as to reduce the influences of delicate differences 
and displacements of the image angles to be compared. 
As a result, label sequences which suffer less influ- 
ences In any of the upper, lower, right, arxj left directions 
can be compared with each other in collaboration with 
the operation of the pattern matching unit 16 (to be 
desaibed later). 

[0033] Scan methods that can be applied to this 
embodiment are: 

horizontal direction (there are four different scan 
methods, e.g., a scan from the left to right position 
that repeats itself from the ijpper to lower position, 
a scan from the left to right position that repeats 
itself from the lower to upper position, and the like); 
vertical direction (there are four different scan meth- 
ods, e.g.. a scan from the upper to lower position 
that repeats Itself from the left to right position, and 
the like); 

oblique direction (there are a total of eight different 
scan methods, i.e., two oblique scans for each of 
the start points at the four corners including Figs. 
7Ato7C); 

zigzag scans (there are a total of eight different 
scans. I.e., scan methods used in JPEG or the like, 
and two different zigzag scans for each of the start 
points at the four corners); and the like. 

[0034] In this embodiment, the scan method to be 
used is determined based on the following points of 
view. That is. a scan method that satisfies the following 
conditions is used. 



(1) In this embodiment, since label sequences are 
time-serially compared, it is not preferable that this 
order be reversed. Hence, all images must be 
scanned by a predetermined scan method to gen- 

5 erate label sequences. 

(2) Nearby blocks are preferably located nearby 
even in a label sequence. 

(3) Easy matching is assured when the label of a 
block that includes the query object appears as 

10 early as possible, and it recurs over a larger number 
of blocks. 

(4) Even when the object has moved or the angle 
has changed, the label positions must not be 
changed drastically. 

15 

Especially, assuming that most of objects of interest are 
located at the center of images, this embodiment uses 
an oblique scan as a method which allows blocks 
including the object of interest to appear as early as 

20 possible in the scan, and has a high expectation of 
scanning that object of interest over a larger number of 
blocks. In this embodiment, the oblique scan from the 
upper left to the lower right position shown in Fig. 7A Is 
used. Of course, scan methods shown in Figs. 7B and 

25 7C may be used instead. 

[0035] In step Si 5. the obtained label sequence and 
image data are stored in the image storage unit 17 and 
image management DB 18. More specifically, an image 
ID is acquired for the image data captured in step S1 1 , 

30 and a pair of image ID and image data are stored in the 
image storage unit 17. An image management DB 
record shown in Fig. 8 is generated In correspondence 
with that image ID, and Is registered in the image man- 
agement DB 18. 

35 [0036] Referring to Fig. 8, the "image ID" is a unique 
ID number in this system, which is acquired in step 815 
In correspondence with the image of Interest. A "full- 
path file name" is the file name of the Image data of 
interest appended with path information indicating a 

40 drive or folder that stores the image data of interest. A 
"label sequence" is the one obtained in step 81 4. "Other 
Image characteristics** store Information Indicating the 
presence/absence of compression of the Image data of 
interest, compression format, and the like. 

45 [0037] The process to be done upon Image registra- 
tion has been described. 

[Similar Image Search Process] 

50 [0038] The similar image search process will be 
explained below with reference to the flow chart in Fig. 
9. Rg. 9 Is a flow chart for explaining the processing 
sequence of a similar image search according to the 
first embodiment. In the first embodiment, upon initiali- 

55 zation. a label component index file (Fig. 10) having 
label components as keys is generated in advance by 
acquiring label sequences of the already registered 
Images from those in the Image management DB 18, 
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and is stored in the label sequence index 19. Note that 
"initialization" may be done at the startup timing of either 
the system or application. Also, when a new image is 
registered, and associated intormation is registered in 
the image management DB, the label component index 5 
is generated. 

[0039] Fig. 10 shows an example of the data format of 
the label component index. As shown in Fig. 10, the 
label component index has IDs of image data having 
those labels in units of label components. Note that the 10 
label component index file need not be re-generated 
until registration and deletion or change of an image 
need be reflected. Of course, upon registration of each 
image data, the label component index may be added. 
In such case, after step S15 in Fig. 4. the label compo- is 
nent index of the newly registered image is registered. 
[0040] Using each label component as a key, the label 
component index shown in Fig. 10 stores the Image IDs 
which include that label component, and the nunrbers of 
labels included in those image data. Using such index, 20 
the image IDs of image data that include label compo- 
nents of a query image can be directly extracted. When 
image IDs stored in correspondence with each key are 
sorted in ascending or descending order of the numbers 
of labels, the processing speed can be further 25 
improved. 

[0041] Referring back to Fig. 9. if a similarity query 
image is designated at the user interface unit 1 1 in step 
S21, the Image ID of the designated similarity query 
image is acquired and the label sequence (color label 30 
sequence in this embodiment) is also acquired from the 
image management DB 18 in step S22. 
[0042] In step S23. label sequences (those in the label 
sequence Index) Including a predetermined number or 
more of identical labels to those of the label sequence of 35 
the similarity query image are acquired with reference 
to the label component index file. This step Is executed 
for the following reason. If similarity comparison with the 
label sequences of all registered images is done, a long 
processing time is required. Hence, after label 40 
sequences are narrowed down to those similar to that of 
the query image to a certain extent, i.e., to similar label 
sequences, they undergo one-to-one comparison with 
that of the similarity query image, thus improving the 
processing speed. Note that similar label sequences 45 
include a predetermined number or more of identical or 
similar labels to those of the label sequence of the sim- 
ilarity query image. Also, similar labels are those having 
a small Inter-label penalty shown In Fig. 11 (to be 
described later). Of course, if a long processing time is so 
tolerable, the label sequence of the query image is com- 
pared to those of all the registered Images to attain a 
search with high precision (In this case, step S23 Is 
omitted). 

[0043] As a method of narrowing down candidate ss 
images to fewer images using the aforementioned label 
component index file, various methods may be used. 
For example, In this embodiment, a label sequence con- 



sisting of nine labels is used. A label sequence including 
three central labels (fourth to sixth labels) of that label 
sequence is extracted as a similar label sequence to 
narrow down images to fewer images. This is because 
characteristic Information of an Image Is normally 
located at the center of that image. 
[0044] In step S24, the label sequences acquired in 
step S23 are compared with that of the similarity query 
Image to compute their similarity. Then, the label 
sequences are output as search results in the order 
from that which Is most similar to the label sequence of 
the similarity query image together with their similarity. 
[0045] A method of performing similarity comparison 
(computing similarity) between label sequences will be 
explained below. 

[0046] Fig. 1 1 shows an example of a penalty matrix 
between labels used upon comparing the label 
sequences to obtain similarity. As the value in the matrix 
Is smaller, the similarity becomes higher. For example, 
the penalty value between labels 2 and 6 is "7". The 
penalty value between identical labels is "0". The objec- 
tive of using this matrix is to perform distance discrimi- 
nation in correspondence with label similarities. More 
specifically, in this embodiment, since the RGB color 
space is used as a feature amount space, distance dis- 
crimination corresponding to color similarities can be 
done. 

[0047] For instance, distances are obtained from label 
values at the corresponding positions in the label 
sequences of a query image and a target or candidate 
with reference to the penalty matrix shown in Fig. 1 1 , 
and the sum of the distances of all the labels In the label 
sequence is computed to obtain the distance between 
the two label sequences. For example, in the example 
shown in Fig. 12, since the query image has a label 
sequence "1 12313441" and a target image has a label 
sequence "113224452". a cBstance (final solution) Is 
obtained, as shown In Rg. 13, by DP matching using the 
penalty matrix shown in Fig. 1 1 . In this example, the fol- 
lowing condition is used as a gradient constraint. More 
specifically, as shown in Fig. 14. let g(i-1, j), g(i-1. j-1). 
and g(l. j-1) be costs at grid points (1-1, j), (1-1, j-1). and 
(I, j-1), and d(i. j) be the penalty on a grid point (i. j). 
Then, cost g(i, j) on the grid point (i, j) is obtained by a 
recurrence formula: 



g(iJ)= 



mui'< 



gO,j-l)+d^,j) 
g(i-l,j-l)+2 d(ij) 
g((i-l,j)+d(i,j) 



[0048] As described above, in order to assign a small 
penalty (distance) to neighboring cells and to assign a 
large penalty to distant cells upon pattern matching 
between labels, the penalty matrix between labels 
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shown in Fig. 11 Is used. In step S24. the label 
sequences are compared In consideration of this pen- 
alty matrix, in the above example, in comparison 
between the label sequences, DP matching used in 
speech recognition or the like is used to implement 
comparison between the labels that can ambiguously 
move the label positions to be compared back and forth, 
and can minimize the total distance (maximize similar- 
ity). Upon comparing the label sequences, in place of 
the aforementioned DP matching, matching such as 
automaton that can ambiguously compare label 
sequences may be used. Using such ambiguity method, 
a small penalty can be assigned to addition of an extra 
label, missing label, and repetition of identical labels, 
and a distance computation between label sequences is 
made for penalty between labels using the penalty 
matrix between color labels shown in Fig. 11, thus 
allowing ambiguous pattern matching. Note that the 
automaton can use a "fuzzy nondeterministic finite 
automaton** described in an "ambiguous character 
string search method and system using fuzzy nondeter- 
ministic finite automaton in Japanese Laid-Open Patent 
No. 8-241335". In this automaton, the distance (penalty) 
between symbols can be designated using multivalued 
data. 

[0049] Furthermore, when the block order rules shown 
in Figs. 7A to 7C are used in addition to the above-men- 
tioned ambiguous pattem matching, comparison 
between color label sequences, which can reduce the 
influences of a delicate angle difference or displace- 
ment between images to be compared, and can reduce 
influences of displacements in any of the upper, lower, 
right, and left directions, can be attained. More specifi- 
cally, DP matching and fuzzy nondeterministic automa- 
ton permit ambiguity as to position in a label sequence, 
and have a nature of absorbing the influences of posi- 
tional displacement of an image. When the object posi- 
tion has changed due to a change In angle or the like, 
and the positions of the object segmented into blocks 
have also changed, the color tones of the blocks may 
delicately vary. Such variation is absorbed by the above- 
mentioned penalty matrix. In this fashion, matching that 
suffers less influences of displacements In any of upper, 
lower, right, and left directions can be attained by a syn- 
ergistic effect of matching that permits ambiguity by DP 
matching or fuzzy automaton, and permission of ambi- 
guity as to feature amount by the penalty matrix. Fur- 
thermore, since the oblique scan shown in Figs. 7A to 
7C can eliminate a change In label position due to a 
change in object position, the influences of displace- 
ment of the object upon matching can be effectively 
reduced. 

[0050] In step S25. the full-path file names of the 
Image IDs are acquired with reference to the image 
management DB 18, and are presented to the user. 
[0051 ] With the above-mentioned processing, a high- 
speed robust similar Image search that can absorb 
some color differences or the like produced due to a 



change in image angle, object position, or image sens- 
ing condition, can be done. 

[0052] In case of a similarity search that considers 
one parameter with respect to a single image which 

5 cannot be segmented into blocks, a search based on a 
statistical distance measure may be done using similar- 
ity (generated using the sum total of penalties) obtained 
by the present Invention as one new feature amount. In 
the above embodiment, similar images having slmilarl- 

10 ties exceeding a predetermined value are obtained as 
search results. A given number of images, which Is des- 
ignated in advance, may be output as search results in 
descending order of similarity. 

[0053] To restate, according to the first embodiment, a 
rs feature amount group (a group of feature amounts 
obtained by segmenting the feature amount space) is 
expressed by a single symtx}l (i.e., labeled), and a dis- 
tance teased on similarity between labels Is given using 
the penalty matrix. For this reason, the computation vol- 
20 ume of distances between blocks of two images can be 
greatly reduced. Also, since similar feature amounts are 
expressed by a single label, a similar Image search can 
be satisfactorily done. 

[0054] Using (1) the concept of distance between 
25 labels on the basis of the penalty matrix, and (2) a 
method of implementing comparison between label 
sequences, such as DP matching, fuzzy nondeterminis- 
tic automaton, or the like, which can ambiguously move 
the label positions to be compared back and forth, and 
30 can minimize the total distance (maximize similarity), 
even when the image angle has changed more or less, 
a search can be done, and similar Images can be 
obtained as matches by a search. 
[0055] Furthermore, according to the above embodi- 
es ment, since the index datatjase (label component index 
(Fig. 10)) is used, an image search can be done at 
higher speed. 

[Second Embodiment] 

40 

[0056] in the first embodiment, a similar image search 
Is done by arranging labels that represent feature 
amounts one-dimensionally. i.e., using a label 
sequence. In the secorxJ embodiment, a similar image 

45 search is done considering two-dimensional arrays of 
labels that represent feature amounts, i.e.. using a label 
matrix. Note that the control arrangement of an image 
search apparatus according to the secorxl embodiment 
Is the same as that of the first embodiment (Fig. 1), and 

50 a detailed description thereof will be omitted. 

[0057] Fig. 15 is a block diagram showing the func- 
tional arrangement of the Image search apparatus of 
the second embodiment. In Rg. 15, a user interface unit 
11. image input unit 12, image memory 13. image fea- 

55 ture amount extraction unit 14. and image storage unit 
17 have the same arrangements as those in the first 
embodiment (Fig. 2). 

[0058] Reference numeral 15a denotes a feature 
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amount label matrix generation unit, which generates a 
label matrix on the basis of feature amounts obtained by 
the image feature amount extraction unit 14. Reference 
numeral 16a denotes a pattern matching unit, which 
computes the similarities between the label matrix of 
the designated image, and those of images stored in the 
image storage unit 1 7 using two-dimensional DP match- 
ing (to be described later). Reference numeral I8a 
denotes an image management database (to be 
referred to as an image management DB hereinafter) 
which manages image data stored in the image storage 
unit 17 in the data format shown in Fig. 16. Reference 
numeral 19a denotes a label matrix index that stores a 
label component index file shown in Fig. 10. 
[0059] An example of the operation of the image 
search apparatus of the second embodiment with the 
above arrangement will be explained below. In the 
example to be described below, three colors, i.e., red 
(R). green (G). and blue (B) are used as image feature 
amounts that pay attention to colors, and processes in a 
three-dimensional color space will be explained. 

[Image Registration Process] 

[0060] Fig. 17 is a flow chart showing the image reg- 
istration process sequence according to the second 
embodiment. In Fig. 17. steps S11 to SI 3 are the same 
as those described in the first embodiment (Fig. 4). 
[0061] After parameter labels are assigned to the 
respective blocks by the processes in steps Si 1 to SIS, 
the parameter labels assigned to the blocks are 
arranged in a predetermined block order to generate a 
parameter label matrix (to be referred to as a label 
matrix hereinafter) in step S14a. Figs. ISA to 18E are 
views for explaining examples of the block orders upon 
generating a label matrix. The parameter labels are 
arranged in accordance with numerals in the seg- 
mented image blocks shown in each of Figs. ISA to 1SE 
to generate a label matrix. Upon storing the label matrix 
In the image management DB I8a or label matrix index 
19a, the two-dimensional label matrix is converted into 
a one-dimensional sequence in a predetermined order. 
In this embodiment, such one-dimensional sequence is 
also referred to as a label matrix. 
[0062] In the order shown in Fig. ISA. the segmented 
blocks are scanned horizontally from the left to right, 
and this horizontal scan repeats itself from the upper to 
lower position. Note that scan methods which can be 
applied to this embodiment are: 

horizontal direction (there are four different scan 
methods including a scan from the left to right that 
repeats itself from the lower to upper position, and 
the like, as shown in Figs. 1 SB to 1 8D, in addition to 
a scan from the left to right that repeats itself from 
the upper to lower position, as shown in Fig. ISA); 
vertical direction (there are four different scan meth- 
ods including a scan from the upper to lower posi- 



tion that repeats Itself from the left to right, and the 
like); and 

using different scan methods for even and odd 
lines, as shown in Fig. 18E. 

5 

[0063] Note that the second embodiment use the scan 
method shown in Fig. ISA. but other scan methods 
desaibed above can be used. 
[0064] In step S15a, the label matrix and image data 
10 obtained in this way are stored In the Image storage unit 
17 and Image management DB 18a. More specifically, 
an Image ID is acquired for the image data captured in 
step 81 1 , and a pair of the image ID and image data are 
stored in the image storage unit 17. An Image manage- 
rs ment DB record shown In Fig. 16 Is generated in corre- 
spondence with that Image ID. and is registered in the 
image management DB 18a. 

[0065] The image management DB record shown in 
Fig. 16 is substantially the same as that shown in Fig. 8, 
20 except that the "label matrix** is stored in place of the 
"label sequence". 

[0066] The process to be done upon image registra- 
tion has been described. 

25 [Similar Image Search Process] 

[0067] The similar Image search process will k^e 
explained below with reference to the flow chart shown 
in Fig. 19, Fig. 19 is a flow chart for explaining the 

30 processing sequence of a similar image search accord- 
ing to the second embodiment. In this embodiment, 
upon initialization, a label component index file having 
label components as keys is generated in advance by 
acquiring label matrices of the already registered 

35 Images from those In the Image management DB, and 
is stored in the label matrix index 19a. Note that "initial- 
ization" may be done at the startup timing of either the 
system or application. Also, when a new image is regis- 
tered, and associated information is registered In the 

40 image management DB, the label conrrponent index is 
generated. 

[0068] In the second embodiment as well, the label 
component index (Fig. 10) that has been described in 
the first embodiment is used. More specifically. 

45 addresses (column IDs) to label matrices that include 
those labels are registered in the label component index 
in units of label components. Note that the label compo- 
nent index file need not be re-generated until registra- 
tion and deletion or change of an image need be 

50 reflected. Of course, as has been described in the first 
embodiment, upon registration of each image data, the 
label component index nnay be added. 
[0069] If a similarity query image is designated at the 
user interface unit 1 1 in step S21 . the Image ID of the 

55 designated similarity query image is acquired and the 
label matrix (color label matrix in this embodiment) Is 
also acquired from the Image management DB 18a in 
step S22a. 
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[0070] In step S23a. label matrices (those in the label 
component index) including a predetermined number or 
more of identical labels to those of the label matrix of 
the similarity query image are acquired with reference 
to the label conriponent index file. This step is executed 5 
for the following reason. If similarity comparison with the 
label matrices of all registered image is done, a long 
processing time is required. Hence, after label matrices 
are narrowed down to those similar to that of the query 
image to a certain extent, i.e.. to similar label matrices, 10 
they undergo one-to-one comparison with that of the 
similarity query image, thus improving the processing 
speed. Note that similar label matrices include a prede- 
termined number or more of identical or similar labels to 
those of the label matrix of the similarity query image. 15 
Also, similar labels are those having a small inter-label 
penalty, as described in Fig. 11. Of course, if a long 
processing time is not an issue, the label matrix of the 
query image is compared to those of all the registered 
images to attain a search with high precision (in this 20 
case, step S23a is omitted). 

[0071] Note that various methods are available for 
extracting similar label matrices using the label compo- 
nent index. For example, as has been described in the 
first embodiment, a label matrix including a predeter- 25 
mined number or more of labels identical or similar to 
predetermined labels (e.g.. three central labels) may be 
extracted as a similar label matrix with reference to the 
label component Index. 

[0072] In step S24a, the label matrices acquired in 30 
step S23a are compared with that of the similarity query 
image to compute their similarities. Then, the label 
matrices are output as search results in the order from 
that which is most similar to the label matrix of the simi- 
larity query image together with their similarities. 35 
[0073] A method of performing similarity comparison 
(computing similarity) between label matrices will be 
explained below. In the following description, the \abe\ 
matrices acquired in step S23a will be referred to as 
similarity comparison target images. 40 
[0074] As in the first embodiment, the second embod- 
iment uses the penalty matrix (Rg. 11) between labels 
upon computing similarity by comparing label matrices. 
[0075] More specifically, in order to assign a small 
penalty (distance) to neighboring cells and to assign a 45 
large penalty to distant cells upon pattern matching 
between labels, the penalty matrix between labels 
shown in Fig. 11 is used. In step S24a. the label matri- 
ces are compared in consideration of this penalty 
matrix. Upon comparison, the second emtxxiiment so 
uses two-dimensional DP matching to be described 
below. 

[0076] Figs. 20A to 20C are views for explaining the 
similarity computation process according to the second 
embodiment. The label matrix of the similarity query 55 
image acquired in step S22a above can be arranged, as 
shown in Fig. 20B, according to its scan method. On the 
other hand, if one of label matrices extracted in step 



S23a is used as a similarity comparison target image, 
its label matrix can be arranged, as shown in Fig. 20A. 
[0077] Distances between a label sequence "abc" in 
the first row of the similarity comparison target image, 
and label sequences ("123". "456", and "789") in the 
first to third rows of the similarity query image are 
obtained by DP matching, and the row number in the 
similarity query image of the label sequence with a min- 
imum distance is stored at a corresponding position in a 
similar line matrix (Rg. 20G). When the obtained mini- 
mum distance is larger than a predetermined threshold 
value, it is determined that the label sequence of inter- 
est of the similarity search target Image Is not similar to 
any rows, and "f" is stored at the corresporxling position 
of the similar line matrix. Owing to the nature of DP 
matching, even when the image angle has changed hor- 
izontally more or less, a similar row (line) can be 
detected by the above-mentioned process. Such proc- 
ess repeats itself for all the rows {"def ', "ghi") of the sim- 
ilarity comparison target image, thus obtaining a similar 
line matrix in the column direction shown in Fig. 20C. 
[0078] Fig. 20C indicates that no line similar to "abc" 
is found in the similarity query image, a line similar to 
"def is found in the first row in the similarity query 
image, and a line similar to "ghi" is found in the second 
row in the similarity query image. Similarity between the 
obtained similar line matrix and a starxJard line matrix (a 
row of the similarity query image: "123" in this embodi- 
ment) is computed using DP matching, and is output as 
that between the similarity query image and the similar- 
ity comparison target image of interest. As is well 
known, DP matching executes a process that compares 
by giving optimum elasticity parameters to the label 
sequence to be compared (tolerating without selecting 
the next partner to t^e compared) so that the label 
sequence to be compared has a smallest similarity dis- 
tance. Also, a constraint condition (the width of a match- 
ing wirKlow) can be given as an elasticity (tolerance) 
bound. 

[0079] Fig. 21 is a flow chart for explaining the 
sequence of a similarity computation using two-dimen- 
sional DP matching according to the second embodi- 
ment. The process that has been explained with 
reference to Figs. 20A to 20C will be explained in more 
detail with reference to the flow chart shown in Fig. 21. 
[0080] In step SI 01 , variable t that indicates the row 
number of the similarity comparison target image and 
variable j that indicates the row number of the similarity 
query image are reset to "I" to indicate the first row. In 
step S102, a label sequence of the i-th line of the simi- 
larity comparison target image is acquired. For exam- 
ple, in case of Figs. 20A to 20C, if i = 1. "abc" is 
acquired. In step S103. a label sequence of the j-th row 
of the similarity query image is acquired. For example, 
in case of Figs. 20A to 20C, if j = 1 . "1 23" is acquired. 
[0081] In step SI 04. the distance between the two 
label sequences acquired in steps 8102 and S103 is 
computed by DP matching using the color cell penalty 
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matrix described above with reference to Fig. 1 1 . In step 
S105. if the distance obtained in step S104 Is a mini- 
mum one of those obtained so far in correspondence 
with the i-th row, the row number (j) is stored in a line 
matrix element LINE[i]. 5 
[0082] The processes in steps SI 03 to Si 05 repeat 
themselves for all rows of the similarity query image 
(steps SI 06 and SI 07). In this way, the number of that 
row of those included in the similarity query image, 
which has a minimum distance from the label sequence io 
of the similarity comparison target image is stored in 
LINE[i]. 

10083] In step S108. LINEp] obtained by the above 
process is compared with a predetermined threshold 
value (Thresh). If LINE[i] > Thresh, the flow advances to is 
step S109, and "!" indicating that the label sequence of 
interest is not similar to any rows is stored in LINE[i]. 
[0084] By repeating the processes in steps S102 to 
S109 described above for all the rows of the similarity 
comparison target image (steps S110 and S1 11), 20 
LINE[i] to LINE[imax] are obtained, and are output as a 
similar line matrix LINEQ In step S1 12. 
[0085] In step S1 13. DP matching is done between a 
standard line matrix [12...innax] and the similar line 
matrix LINEQ, thus computing their distance. Note that 25 
the standard line matrix is the one which starts from "1" 
and increases in unitary increments In the column direc- 
tion. 

[0086] Penalty used in DP matching between the 
standard line matrix and similar line matrix will be 3o 
explained below. As penalty to be set used in DP match- 
ing between the simitar line matrix and standard line 
matrix in the column direction, two. dynamic penalty and 
fixed penalty are available. 

[0087] Dynamic penalty sets penalty between line 35 
numbers, which changes from one image to another. In 
this embodiment, distances of the label matrix in the 
horizontal (row) direction of the similarity query image 
Itself are obtained, and penalty between rows is 
obtained based on the distances. 40 
[0088] Fig. 22 Is a flow chart showing the setting 
sequence of the dynamic penalty value according to the 
second embodiment. In step S121, variables i and j are 
respectively set at 1 and 2. Label sequences of the i-th 
and j-th rows of the similarity query image are acquired 45 
respectively in steps SI 22 and SI 23. In step Si 24. DP 
matching is done between the label sequences of the i- 
th and j-th rows of the similarity query image using the 
color penalty matrix, thus acquiring distance. In step 
S125, the DP matching distance obtained in step S124 so 
is stored in LINE[i][i] as penalty between the label 
sequences of the i-th and j-th rows of the similarity 
query image, and is also stored in LINEQJLi] as penalty 
between the j-fh and i-th label sequences of the similar- 
ity query image. • 55 
[0089] The processes in steps Si 23 to S125 repeat 
themselves until the value of variable j reaches jmax in 
step S126. As a result, the penalty values between the 



label sequence of the i-th row and those of the (i+1)-th 
to jmax-th rows are determined. In steps Si 28. Si 29, 
and Si 30, the processes in steps Si 23 to SI 26 repeat 
themselves until the value of variable i reaches lmax-1. 
As a result, LlNE[i][fl stores penalty values determined 
by the above processes in all components except tor a 
diagonal component i = j . 

[0090] In step S131. the penalty of the diagonal com- 
ponent of LINE[i]0]. which is not determined by the 
above process, Is determined. Since this portion has 
i = j , i.e., an identical label sequence, the distance is 
zero, and hence, penalty = 0 is stored. In step S132, 
penalty for "I" is determined. More specifically, as pen- 
alty tor "I", a value which is larger than the maximum 
one of all the penalty values In LINE[i][i] to some extent 
Is set. However, If an extremely large value is set as this 
penalty, the ambiguous hit ratio suffers. 
[0091] DP matching in step S113 is done using the 
penalties between label sequences computed for the 
similarity query image to acquire similarity between the 
similarity query image and similarity comparison target 
Image. 

[0092] On the other hand, with fixed penalty, if labels 
match, penalty "0" is given as that for DP matching; if 
they do not match, or If a label is compared with "I", a 
relatively large penalty is given. In this case, the penalty 
remains the same independently of the similarity query 
image. Using such fixed penalty, the process in step 
S113 is executed to determine similarity between the 
similarity query image and similarity comparison target 
image. 

[0093] The aforementioned matching process has the 
following features. If matrices shown in Figs. 20A and 
20B are very similar to each other, a similar line matrix 
"123" is obtained, and its distance Is zero. If a similar 
line matrix is **I12" or "212", the similarity comparison 
target image may have been displaced downward from 
the similarity query image; if a similar line matrix is "231" 
or "233", the similarity comparison target image may 
have been displaced upward from the similarity query 
image. If a similar line matrix is "!3!" or "l!3", the similar- 
ity comparison target Image may have been reduced in 
scale from the similarity query image. Also, a case 
wherein the similarity comparison target image is an 
enlarged one of the similarity query image can be 
detected. 

[0094] As has been described In step 81 1 3 above, by 
executing DP matching between the similar line matrix 
and standard line matrix, vertical displacement is effec- 
tively absorbed. For this reason, the difference between 
the similarity query image and similarity comparison tar- 
get image due to upward or downward displacement, 
enlargement, reduction, or the like can be effective 
absorbed, thus attaining a satisfactory similarity search. 
[0095] More specifically, the two-dimensional DP 
matching of this embodiment permits ambiguity as to 
position in each label sequence of a label matrix, and 
has a nature of absorbing the influences of positional 
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displacement of an image. When the object position has 
changed due to a change in angle or the like, and the 
positions of the object segmented into blocks have also 
changed, the color tones of the blocks may delicately 
vary. Such variation is absorbed by the above-men- 
tioned penalty matrix. In this fashion, matching that suf- 
fers less influences of upward, downward, right, and left 
enlarged and reduced displacements can be attained 
by a synergistic effect of matching that permits ambigu- 
ity by DP matching or fuzzy automaton, and permission 
of ambiguity as to feature amount by the penalty matrix, 
[0096] Of dynamic and fixed penalties, dynamic pen- 
alty is preferably used. For example, if a similarity query 
image is a reach of wheat field, similar label sequences 
may be obtained for all lines. On the other hand, if simi- 
larity comparison target images include that of a reach 
of wheat field, a number "1 " of the first line may be set in 
the similar line matrix of this image to yield "11 1'Mn this 
case, all lines of the similarity query image are similar 
images but their line numbers are "1 2 3*'. Hence, no hit 
occurs at small distance unless a very small penalty is 
set between line numbers. If dynamic penalty is used, a 
small penalty is set between line numbers, and a result 
with high similarity can be obtained. 
[0097] On the other hand, if fixed penalty is used, a 
large penalty value is determined between "123" and 
"11V. resulting in low similarity. 
[0098] In step S24a in Fig. 19. the aforementioned 
similarity computation process is executed for all label 
matrices acquired in step S23a, and the obtained simi- 
larities are sorted in descending order. Then, the flow 
advances to step S25a. In step S25a. the full -path file 
names of the respective image IDs are acquired with 
reference to the image management DB 18a. and are 
presented to the user. 

[0099] As described above, since DP matching is 
done in the horizontal and vertical directions, i.e.. two- 
dimensionally. even when the image angle has changed 
or the object has moved In the horizontal and vertical 
directions, and in oblique directions, a search can be 
done. Also, owing to the time-warping characteristics of 
DP matching, a zoom- or macro-sensed image can also 
be obtained by a search. 

[0100] In the above embodiment, a similar line matrix 
is obtained using label sequences corresponding to a 
horizontal array of blocks. Also, a similar line matrix can 
be obtained using label sequences corresponding to a 
vertical array of blocks by the same technique as that 
described above. 

[0101] To reiterate, according to the second embodi- 
ment, a feature amount group (a group of feature 
amounts obtained by segmenting the feature amount 
space) is expressed by a single symkx)l (i.e.. labeled), 
and distance based on similarity between labels is given 
using the aforementioned two-dimensional DP match- 
ing and penalty matrix. For this reason, the computation 
volume of distances between blocks of two images can 
be greatly reduced. Also, since similar feature amounts 



are expressed by a single label, a similar image search 
can yield good results. 

[0102] Using (1) the concept of distance between 
labels on the basis of the penalty matrix, and (2) the 

5 above-mentioned two-dimensional DP matching that 
implements comparison between label matrices, so as 
to be able to ambiguously move the label positions to be 
compared back or forth, and to minimize the total dis- 
tance (maximize similarity), even when the image angle 

10 has changed more or less, a search can be done, and 
similar images can be obtained as matches by a search. 
[0103] Furthermore, according to the above embodi- 
ment, since the index database (label component index) 
is used, an image search can be done at higher speed. 

15 [0104] More specifically, according to this embodi- 
ment, a high-speed similar image search can be done in 
consideration of the layout of image feature amounts, 
and a similar image search that can absorb differences 
produced due to variations of image sensing conditions 

20 and the like can be done. Hence, a robust simitar image 
search that can absorb some different image feature 
amounts due to a change in image angle or object posi- 
tion, or variations of other image sensing conditions can 
be realized, although such search cannot be attained by 

25 a conventional system. 

[0105] In each of the above embodiments, a natural 
image search has been exemplified. However, it is 
known to those who are skilled in the art that the 
present invention Is applicable to an artificial image 

30 search such as CG images, CAD images, and the like. 
[01 08] In each of the above embodiments, color infor- 
mation is selected as an image feature amount. How- 
ever, the present invention is not limited to such specific 
image feature amount, and can be practiced by obtain- 

35 ing other image parameters in units of blocks obtained 
by segmenting an image. 

[01 07] In each of the above embodiments, recognition 
t>ased on a single feature amount has been exemplified. 
Also, by computing ANDs or ORs with search results 

40 using other feature amounts, a high-speed search can 
be attained based on a plurality of feature amounts. 
[01 08] When a search is done for a single image using 
a plurality of image feature amounts, similarity obtained 
by the present invention is used as one new image fea- 

45 ture amount to execute multivariate analysis using a 
plurality of parameters, and a search using a statistical 
distance measure can be attained. Also, in the above 
embodiment, a similar image having similarity that 
exceeds a predetermined value is obtained as a search 

50 result. A number of images designated in advance may 
be output as search results in descending order of sim- 
ilarity. 

[0109] By changing the width of a so-called matching 
window in DP matching by designating an ambiguity 
55 level, the ambiguity level of a search can be desirably 
set. Fig. 23 is a view for explaining the matching window 
in DP matching. Referring to Fig. 23. line A is given by 
J = 1 + r , and line B is given by J = I - r . The width of 
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the matching window can be changed by changing the 
value r. If the value r can be changed, a similarity search 
can be done at an ambiguity level (width of the matching 
window) desired by the user. 

[01 10] In the two-dimensional DP matching like in the 5 
above embodiment, the width of a matching window in 
horizontal DP matching and that of a matching window 
in vertical DP matching may be separately set. Alterna- 
tively, the two matching windows may change at differ- 
ent rates. In this way, the user can finely set ambiguity in io 
a similarity image search. For example, when the block 
order shown in one of Figs. 18Ato 18E is used, and hor- 
izontal movement of the object of interest in the query 
image is to be permitted, or the query image is a hori- 
zontally elongated image, the width of the matching win- is 
dow in horizontal DP matching can be increased to 
increase the ambiguity level in the horizontal direction. 
[Oil 1] As mentioned above, according to the present 
invention, a similar image search can be done in consid- 
eration of the layout of image feature amounts. 20 
[0112] According to the present invention, a similar 
image search can be done in consideration of the layout 
of Image feature amounts, and a similar Image search 
that can absorb differences produced due to variations 
of image sensing conditions and the like can be done. 25 
Hence, a robust simitar image search that can absorb 
some different image feature amounts due to a change 
in Image angle or object position, or variations of other 
Image sensing conditions can be realized, although 
such search cannot be attained by a conventional sys- 30 
tem. 

[0113] Furthermore, according to the present inven- 
tion, since an index table that registers image data on 
the basis of feature amount labels is used, candidate 
image data to be subjected to similarity computation 35 
can be efficiently narrowed down to fewer images, thus 
greatly improving the similarity search processing 
speed. 

[Third Embodiment] 40 

[01 14] In the first and second embodiments described 
akx)ve, similarity is computed between label sequences 
or matrices consisting of labels that express image fea- 
ture amounts, using a matching process such as DP 45 
matching that permits a certain amount of ambiguity. In 
the third embodiment, similarity is computed by making 
an inner product computation of a histogram of feature 
amount labels. 

[01 1 5] Prior to making the inner product computation so 
of the histogram of feature amount labels, a presearch 
using the label component index which is also used In 
the first and second embodiments is done to effectively 
narrow down candidate images to fewer Images, 
thereby reducing the inner product computation volume ss 
and achieving a high-speed search process. 
[01 1 6] Note that the control arrangement of an Image 
search apparatus according to the third embodiment Is 



the same as that of the first embodiment (Fig. 1 ), and a 
detailed description thereof will be omitted. 
[0117] Fig. 24 is a block diagram showing the func- 
tional arrangement of the Image search apparatus of 
the third embodiment. In Fig. 24, a user interface unit 
11, image input unit 12, image memory 13. image fea- 
ture amount extraction unit 14, and image storage unit 
1 7 have the same arrangements as those In the first 
embodiment (Fig. 2). 

[0118] Reference numeral 15b denotes a feature 
amount labeling unit for labeling feature amounts 
obtained by the image feature amount extraction unit 14 
to generate their histogram information. Reference 
numeral 16b denotes a pattern matching unit which 
searches for similar images by computing similarities 
between the designated image and those stored in the 
image storage unit 17 on the basis of their histogram 
information. In this embodiment, a similar image search 
is done by computing the inner product of histograms of 
feature amount labels. Note that the histogram of fea- 
ture amount labels indicates the numbers of feature 
amount labels contained in an Image of Interest in units 
of feature amount labels. The pattern matching unit 16b 
performs a primary search (presearch; to be described 
later) prior to the similarity computation to improve the 
image search speed. 

[0119] Reference numeral 18b denotes an image 
management database (to be referred to as an image 
management DB hereinafter), which manages image 
data stored in the image storage unit 17 in the data for- 
mat shown in Fig. 25. Also, reference numeral 19b 
denotes a component Index which stores a component 
index file shown in Fig. 10 above. Note that use of the 
component index will t>e described later with reference 
to the accompanying flow chart. 
[0120] An example of the operation of the image 
search apparatus of this embodiment with the at)ove 
arrangement will be explained t^elow. In the example to 
be described below, three colors, i.e., red (R), green 
(G). and blue (B) are used as image feature amounts 
concerning colors, and processes in a three-dimen- 
sional color space will be explained. 

[Image Registration Process] 

[0121] A process executed upon image registration 
will be explained first. Fig. 26 is a flow chart showing the 
image registration process sequence according to the 
third embodiment. In step S211, an image is captured 
using the image input unit 12 in accordance with a 
user's instruction input via the user interface unit 1 1 . 
and is held In the Image memory 13. In step S212. this 
image is segmented into a plurality of blocks. In this 
embodiment, an image is segmented into a plurality of 
blocks in the vertical and horizontal directions. In the 
third embodiment as welt, as has been described with 
reference to Fig. 5, an Image Is segmented into 3x3 
t)locks. I.e., a total of nine blocks for the sake of simpllc- 
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ity. In step 8213. feature amounts of the segmented 
blocks are computed, and the obtained feature amounts 
are converted into labels in the following sequence. 
[0122] Note that segmentation of an image into 3x3 
blocks shown in Fig. 5 in this embodiment is merely for 5 
a descriptive purpose, in practice, in case of a natural 
image, the image is preferably segmented into 10x10 
or more blocks. On the other hand, when an article is 
imaged on a white solid background, the Image is pref- 
erably segmented into 13 x 13 or more blocks. io 
[0123] Also, feature amount labels used in this 
embodiment are obtained by segmenting a multi-dimen- 
sional feature amount space (RGB color space) Into a 
plurality of blocks (color blocks). I.e., cells (color cells), 
and assigning unique labels to the respective cells is 
(color cells) using serial numbers, as has been 
described with reference to Fig. 6. The reason why the 
multi-dimensional feature amount space (RGB color 
space) is segmented into a plurality of blocks is to 
absorb delicate feature amount (color) differences. 2o 
[0124] As for the multi-dimensional feature amount 
space, in place of directly using image feature amounts, 
the respective parameters may be normalized (stand- 
ardized) by obtaining the average and variance by 
experiments, and after that, they may undergo orthogo- 25 
nal transformation such as principal component analy- 
sis or the like to be transformed into a significant 
dimension. Note that the "significant dimension" is 
defined by a principal component axis with a large con- 
tribution ratio. 30 
[0125] In step S213, the individual blocks segmented 
in step S212 undergo a predetermined image feature 
amount computation to determine the cells on the multi- 
dimensional feature amount space to which these 
blocks belong, thus obtaining corresponding labels. 35 
This process is done for all the blocks. More specifically, 
a computation for determining color cells to which all 
pixels in a given segmented image block belong is 
made for that segmented image blocK and the label of 
the color cell with the highest frequency is determined 40 
as a parameter label (color label) of that segmented 
image block. This process repeats itself for all the 
blocks. 

[01 26] After parameter labels are assigned to the Indi- 
vid ual blocks, histogram information of labels deter- 45 
mined in all the segmented image blocks in a single 
image is obtained in step S214. Subsequently, in step 
S215. an image ID of the image data of interest is 
acquired, and the address to the image data of interest, 
the histogram information obtained in step S214, and so 
the like are registered in the image management DB 
1 8b. as shown in Fig. 25. 

[0127] Furthermore, in step S216. the obtained infor- 
mation is reflected in the component index shown in Fig. 
10. which stores, using labels as keys, pairs of image ss 
IDs including those labels and the numbers of labels 
included in the images. Whether or not information is 
reflected in the component index is determined in corre- 



spondence with the number of labels included in the 
image of interest. For example, a predetermined thresh- 
old value is compared with the content of a given label 
to determine whether or not the information is reflected 
in the component index. In other words, the component 
Index is updated for labels, the number of which 
exceeds the predetermined threshold value. Note that 
this threshold value is tuned as needed. 
[0128] The process to be done upon image registra- 
tion has been described. 

[Similar Image Search Process] 

[01 29] The similar image search process according to 
the third embodiment will be explained below. Fig. 27 is 
a flow chart for explaining the similar image search 
process sequence according to the third embodiment. 
[01 30] If the user submits a similarity query image via 
the user interface unit 1 1 in step S201 . a primary search 
(to be also referred to as presearch hereinafter) is done 
in step S202, and the search results are presented to 
the user via the user interface unit 1 1 . Based on the pre- 
sented search results, the user instructs whether or not 
a secondary search (to be also referred to as a main 
search hereinafter) is executed. If the user instructs to 
execute a secondary search, the flow advances from 
step S203 to step S204 to execute a secondary search 
with respect to images acquired by the primary search. 
In the third embodiment, the secondary search 
searches for similar images by making inner product 
computations of histograms. In step 8205. images 
otstained by the secondary search in step S204 are pre- 
sented. More specifically, full-path file names are 
obtained from the image management DB 1 8b using the 
image IDs finally acquired by the second search, and 
are presented to the user. 

[0131] In the third embodiment, the primary search 
process (presearch) is executed. The major objective of 
this primary search is to reduce the processing load on 
the secondary search. When a similar image search is 
done for an image DB storing several ten thousand 
Images, the user rarely checks all the images in 
descending order of similarity, and most 0I users are 
satisfied with at most several hundred images listed in 
descending order of similarity. 

[0132] In the image search apparatus of the third 
embodiment, the upper limit of the search hit count tar- 
get range is determined in consideration of the system 
processing performance and the maximum number of 
hits presented to the user. At the same time, the lower 
limit of the search hit count target range is set. For 
exarnple. this value may be set to retrieve images that 
the user can check at a glance on a hit display window 
to prevent somewhat irrelevant search results from 
being presented to the user. In other words, the number 
of images which can be simultaneously displayed on the 
hit display window is set as the lower limit. 
[0133] In the third embodiment, upon, e.g.. system 
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introduction, tests for determining the number of hits 
that can reduce the load on the secondary search proc- 
ess are run. If the number of hits is 300, the upper limit 
of the presearch target range is set to be relatively 
larger than 300, i.e.. at 400. If the number of images that 5 
can be displayed on one page of the hit display window, 
the number of images that can be displayed on one 
page of the hit display window is set at 20 as the lower 
limit of the presearch target range upon system intro- 
duction. 

[0134] Since the inner product computation of histo- 
grams is made in step S204 for only images selected by 
the presearch process, search results exploiting similar- 
ity can be obtained greatly faster than those obtained by 
directly making the inner product computation for all is 
images by a conventional method. 
[0135] The presearch sequence according to this 
embodiment will be described in detail below with refer- 
ence to Figs. 28 and 29. Fig. 28 is a flow chart for 
explaining the overall presearch process sequence of 20 
this embodiment. Fig. 29 is a flow chart for explaining 
the image extraction sequence according to the ambi- 
guity level in the presearch of this embodiment. 
[01 36] In step S22 1 , the number N of histograms to be 
considered and the presearch target range (upper limit 25 
value Pmax. lower limit value Pmin) are acquired from 
the system storage area. Note that how to use the 
number N of histograms to be considered and the pre- 
search target range will become apparent from the fol- 
lowing description. 30 
[0137] In step S222, an image that is to undergo a 
similarity search (to be referred to as a similarity query 
Image hereinafter) is selected, and the ambiguity level 
of the similarity search Is designated. In this embodi- 
ment, the similarity query image is selected from a 35 
group of images presented. However, since a similarity 
query image has already been designated in step S201 
above, designation in this routine may be omitted. As for 
ambiguity of a search, a predetermined default value 
may be initially set. and may be desirably changed by 40 
the user. 

[0138] When the user issues a search instruction, an 
image ID corresponding to the query image is acquired, 
and histogram Information of the query Image Is 
obtained from the image management DB 18b in step 45 
S223. In step S224, a smaller one of the number of 
labels obtained from the acquired histogram informa- 
tion, and the number N of labels to be considered is set 
In Hmax. In step S225. H Is set at 1 . 

[01 39] With the processes in steps S221 to S225, var- so 
iable H that indicates the histogram rank, the process of 
which is underway, the maximum number Hmax of 
labels to be considered in the presearch. the upper limit 
value Pmax of the number of Images acquired by the 
presearch, and the lower limit value Pmin of the number ss 
of images acquired by the presearch are set. 
[0140] In step S226, images which include roughly the 
same number of first-rank labels of the histogram infor- 



mation as that In the similarity query image are acquired 
with reference to the component index 19b (Fig. 10), 
acquired image IDs are registered in temporary search 
results, and the number of acquired images is set in P. 
Note that "roughly the same number*' in this process 
varies depending on the set ambiguity level or the like. 
This will be explained later with reference to Fig. 29 that 
shows the details of the process in step S226. 
[0141] As a result of the process In step S226. if the 
number P of acquired images is larger than the pre-set 
number Pmax of acquired images, processes in steps 
S228 to S231 are done to narrow down to fewer images. 
[0142] In step S228. the histogram rank to be proc- 
essed is lowered by one (H+1 is substituted in H). In 
step S229. images (image IDs) which include roughly 
the same number of labels corresponding to the next 
rank (H-th rank) in tfie histogram information as that in 
the similarity query Image are acquired. In step S230. 
the image IDs Included In the previous temporary 
search results, and the image IDs acquired in step S229 
are ANDed, and the results are set as new temporary 
search results. In step S231, the number P of acquired 
Images is updated by the number of image IDs included 
in the new temporary search results. 
[0143] The "narrowing-down process" in steps S228 
to S231 repeats itself until the number P of acquired 
images becomes equal to or smaller than Pmax or the 
number of labels processed (histogram rank H) reaches 
the maximum value Hmax of the number of labels to be 
considered (step S227). 

[01 44] If it is determined in step S227 that the number 
P of acquired images has become equal to or smaller 
than the target upper limit value Pmax or the histogram 
rank H of labels processed has become equal to or 
larger than Hmax. the flow advances to step S232. It is 
checked in step S232 if the number P of acquired 
images is larger than the target lower limit value Pmin. If 
the number P of acquired images Is equal to or smaller 
than the target lower limit value, the flow advances to 
step S233. the temporary search results are reverted to 
tine previous results (the narrowed-down results on the 
Immediately higher histogram rank). In step S236, those 
temporary search results are presented. If H = 1. since 
there are no ''previous results", the control skips step 
S233. 

[0145] On the otiier hand, if it is determined in step 
S232 that the number P of acquired images is larger 
than the target lower limit value Pmin. the flow advances 
to step S234. If it Is determined in step S234 that the 
histogram rank H is equal to or larger than Hmax and 
the number P of acquired images is larger than the tar- 
get upper limit value Pmax, the flow advances to step 
S235. Pmax Image IDs are picked up from the head of 
the Image IDs of the acquired temporary search results 
as new temporary search results in step S235. and are 
presented to the user in step S236. On the other hand, 
If NO Is determined In step S234. since the number P of 
acquired Images falls within the range Pmin < P < Pmax, 
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the contents of the temporary search results are directly 
presented to the user. 

[0146] To summarize, matching image IDs are 
acquired with reference to the component index 19b by 
the process in step S226. and if the number of acquired 5 
images is equal to or smaller than the upper limit value 
Pmax of the presearch target range, those image IDs 
are determined as temporary search results, and the 
processing ends. On the other hand, if the number of 
acquired images is larger than the upper limit value of io 
the presearch target range, the same process as that 
desaibed above repeats itself for labels on the next his- 
togram rank, and new temporary search results and the 
previous temporary search results are ANDed to narrow 
them down to fewer images. As a result if the number P is 
of acquired images becomes equal to or smaller than 
the upper limit Pmax of the presearch target range and 
Is larger than the lower limit Pmin of the presearch tar- 
get range, those image IDs are determined as tempo- 
rary search results and the processing ends. On the 20 
other hand, if the number P of acquired image IDs is 
smaller than the lower limit Pmin of the search target 
range, the previous results are reverted and this 
processing ends. 

[0147] If the number P of acquired images is larger 25 
than the upper limit Pmax of the presearch target range, 
the aforementioned narrowing-down process recur- 
sively repeats itself a smaller one of the number of times 
determined in advance by Hmax and that given by the 
number of kinds of labels - 1 of the query image. If the 30 
number P of acquired images is still larger than the 
upper limit Pmax of the target range when the histogram 
rank H has reached Hmax, image IDs corresponding to 
the upper limit Pmax of the presearch target range of 
the latest ANDed narrowed-down results are output as 35 
final results. 

[0148] The image extraction process executed in 
steps S226 and S229 will be explained below with refer- 
ence to the flow chart In Fig. 29. 

[0149] In this image extraction process, the range of 40 
the number of labels Is determined from the H-th-rank 
label of the histogram information on the basis of the 
number of labels included in the similarity query image, 
and images that include those labels within the deter- 
mined range of the number of labels are searched with 45 
reference to the component index 1 9b. 
[0150] In step S241 . label K serving as a search key. 
the number of labels K (content F) included in the simi- 
larity query Image, and ambiguity level are s^. Note 
that label K serving as a search key is determined by so 
the histogram rank H. In step S242. extraction results 
are cleared to prepare for the following extraction proc- 
ess. 

[0151] H Is checked In step S243 if an ambiguous 
search is done. If the ambiguity level designated by the ss 
user is a minimum value (or If the user cancels an 
ambiguous search), the flow advances to step S250. 
and the component index file is searched using only 



label K as a search key (steps S250 and S251). Other- 
wise, labels having penalty distances within the penalty 
range corresponding to the ambiguity level from label K 
are extracted, and images are extracted with reference 
to the conrponent index also using the extracted labels 
(steps S244 to S249). These extraction results are 
ORed to implement an ambiguous search. Of course, 
as the ambiguity level is higher, labels with larger pen- 
alty distances are taken into consideration. 
[01 52] The processes in the ambiguous search will be 
explained in turn. In step 8244. variable J for counting 
the number of times of processing is reset to 1. In step 
S245. labels which fall within the penalty value range 
corresponding to the ambiguity level with respect to 
label K are acquired with reference to the penalty matrix 
shown in Fig. 1 1 to generate a label group LABEL[n]. 
Note that the label group LABEL[n] includes label K. Let 
N be the number of labels included In LABEL[n] to 

express the Individual labels by LABEL[1] LABEL[N]. 

For example, in the penalty matrix shown in Fig. 11, 
when the penalty value range is 4 or less with respect to 
label 3, LABEL[1] = 3. LA6EL[2] = 5, LABEL[3] = 6. 
LABEL(4] = 8.... are obtained. 

[0153] K It is determined in step S246 that J < N. the 
flow advances to step S247, and image IDs of images 
which include LABEL[J} within the range from 0.5 x F to 
1.5 X F are acquired. In this embodiment, in order to 
search for images having a ratio of similitude of 2x area 
ratio so as to attain a stable presearch even for 
enlarged/reduced images, the number of labels is set to 
range from 50% to 150% with respect to a fixed ratio for 
all labels, e.g.. the frequency value (F) In the similarity 
query image, on the t>asls of tests that consider the 
above requirement. Note that the content range include 
the frequency value (F) in the similarity query image, 
and various methods of determining that range are 
available depending on the nature of a secondary 
search conducted in step S204. Hence, the present 
invention is not limited to the method explained In the 
embodiment. For example, as another method, each 
kind of label may undergo a statistical process to obtain 
the average and variance of frequencies per image, and 
the standard deviation of frequency values In the query 
image may be computed to set the range of the number 
of labels in correspondence with that deviation. 
[0154] In step S248. the image IDs acquired in step 
S247 arKi those included In the extraction results 
obtained so far are ORed, and the results are deter- 
mined as new extraction results. In step S249, the 
processing time counter J is incremented by 1 , and the 
flow returns to step S246. thus repeating the processes 
In steps S247 and S248 for all the extracted labels 
LABEL(1] to LABEL[N]. Upon completion of the process 
for all the labels of the label group, the flow advances to 
step S252 to output the finally obtained extraction 
results and the number of images (the number of 
Images Is used as the number P of acquired Images In 
step S226). 
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[0155] On the other hand, if an ambiguous search is 
not made, the flow advances to step S250 to extract 
image IDs of images that include label K within the 
range of 0.5F to 1.5F with reference to the component 
index 19b. The extracted image IDs are determined as 
extraction results in step S251 , and are output together 
with the number of images in step S252. Note that "out- 
put" in step S252 is to pass data to the control program 
shown in Fig. 27. 

[0156] To recapitulate, according to this embodiment, 
candidate images can be narrowed down to fewer 
images at high speed by executing a presearch using a 
component index file, prior to a similar image search 
process using inner product computations of histo- 
grams and the like. For this reason, the number of 
images can be reduced to a value the system can proc- 
ess, and improvement of search speed and a reduction 
of the system load can be achieved. Since a presearch 
can be done In consideration of the ambiguity level of a 
search designated by the user, narrowing down of can- 
didate images to fewer images can be effectively done. 
[0157] In the above embodiment, a natural image 
search has been exemplified. However, it is known to 
those who are skilled in the art that the present inven- 
tion is applicable to an artificial image search such as 
CG images, CAD images, and the like. 
[0158] In the above embodiment, color Information is 
selected as an Image feature amount. However, the 
present invention Is not limited to such specific Image 
feature amount, and can be practiced by obtaining other 
image parameters in units of blocks obtained by seg- 
menting an image. 

[0159] In the above embodiment, a search process 
based on the content In a histogram is used as a pre- 
search. Also, such search process can be applied to a 
search using similarity. For example, in order to search 
for 1 00% matching images, a search can be done using 
the label content range upon referring to the component 
index 19b as the frequency of occurrence of the label of 
interest in the query image. The similarity is raised, and 
the upper and lower limits of the label content range are 
broadened in correspondence with the similarity to exe- 
cute a process corresponding to the aforementioned 
presearch. Then, new results and previous results are 
ORed to accumulate results. In this way, by gradually 
raising the similarity and repeating the process, a 
search corresponding to given similarity can be done. 
[0160] To restate, according to the present invention, 
a high-speed image search (or narrowing down), which 
is done prior to the inner product computation of a color 
histogram or replaces the inner product computation of 
a color histogram or the like, can be provided. 
[0161] Also, according to the present invention, since 
a high-speed presearch Is done using an Index file, the 
number of images can be reduced to a value the system 
in question can process, thus improving the search 
speed. 

[0162] Furthermore, according to the present inven- 



tion, since images can be selected in consideration of 
ambiguity of a search designated by the user, candidate 
images can be narrowed down to fewer images effec- 
tively. 

5 [0163] Note that the presearch explained in the third 
embodiment may be applied to acquisition of label 
sequences (label matrices) having a predetermined 
number or more of common labels, which is executed in 
step S24 or S24a, prior to the matching process in the 

10 first and second embodiments. Alternatively, the proc- 
ess such as DP matching or the like described in the 
first or second embodiment may be applied to the sec- 
ondary search process (step S204) in the third embodi- 
ment. 

15 [0164] Note that the present invention may be applied 
to either a system constituted by a plurality of equip- 
ments, or an apparatus consisting of a single equip- 
ment. 

[0165] The objects of the present invention are also 
20 achieved by supplying a storage medium, which records 
a program code of a software program that can realize 
the functions of the above-mentioned embodiments to 
the system or apparatus, and reading out and executing 
the program code stored in the storage medium by a 
25 computer (or a CPU or MPU) of the system or appara- 
tus. 

[0166] In this case, the program code itself read out 
from the storage medium realizes the functions of the 
above-mentioned embodiments, and the storage 
30 medium which stores the program code constitutes the 
present invention. 

[0167] As the storage medium for supplying the pro- 
gram code, for example, a floppy disk, hard disk, optical 
disk, magneto-optical disk. CD-ROM. CD-R, magnetic 
35 tape, nonvolatile memory card. ROM, and the like may 
be used. 

[01 68] The functions of the above-mentioned embod- 
iments may be realized not only by executing the read- 
out program code by the computer but also by some or 

40 all of actual processing operations executed by an OS 
(operating system) running on the computer on the 
basis of an instruction of the program code. 
[0169] Furthermore, the functions of the above-men- 
tioned embodiments may be realized by some or all of 

45 actual processing operations executed by a CPU or the 
like arranged in a function extension board or a function 
extension unit, which Is Inserted In or connected to the 
computer, after the program code read out from the 
storage medium is written In a menx>ry of the extension 

50 board or unit. 

[0170] As many apparently widely different embodi- 
ments of the present invention can be made without 
departing from the spirit and scope thereof. It Is to be 
understood that the Invention Is not limited to the spe- 

55 cific embodiments thereof except as defined In the 
appended claims. 

[0171] Further, the computer program can be 
obtained In electronic form for example by downloading 
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the code over a network such as the internet Thus in 
accordance with another aspect of the present invention 
there is provided an electrical signal carrying processor 
implementable instructions for controlling a processor to 
carry out the method as hereinbefore described. 5 

Claims 

1. An image search apparatus characterized by com- 
prising: 10 

generation means (14. 15. 15a, 15b) for gener- 
ating label information by segmenting image 
data into a plurality of blocks, and assigning 
labels in correspondence with feature amounts is 
acquired in units of blocks; 
index means (19, 19a, 19b, Fig. 10) for reada- 
bly holding, using each label of a label 
sequence as a key, image data including that 
label and the number of labels Included in the 20 
image data; 

storage means (15, 18, 18a, 18b, Rgs. 8, 16 
and 25) for storing the label information that 
pertains to the labels assigned by said genera- 
tion means in con-espondence with the image 25 

data; 

first extraction means (16. 16a. 16b. Figs. 28, 
29) for extracting image data having label infor- 
mation similar to label information of a query 
image with reference to said index means; and 30 
second extraction means (16, 16a, 16b. Figs. 
21, 22) for extracting similar image data by 
computing similarities between the image data 
extracted by said first extraction means, and 
the query image. as 

2. The apparatus according to claim 1. wherein said 
generation means comprises assigning means 
(S12. SI 3. Si 4, SI 4a) for segmenting image data 
into a plurality of blocks, and assigning labels in cor- 40 
respondence with feature amounts acquired in 
units of labels, and generates a label sequence by 
arranging the labels assigned by said assigning 
means in a predetermined block order. 

4S 

3. The apparatus according to claim 2, wherein the 
label information stored in said storage means is 
label sequence generated by said generation 
means, and 

so 

said second extraction means extracts similar 
image data by computing similarities between 
label sequences stored in said storage means 
of the image data extracted by said first extrac- 
tion means, and a label sequence of the query ss 
image. 

4. The apparatus according to claim 1 , wherein image 



data registered in units of labels of said index 
means are sorted and registered on the basis of the 
numbers of labels included in those images. 

5. The apparatus according to claim 1 . wherein said 
index means registers image IDs which specify 
image data including a label of interest in units of 
labels. 

6. The apparatus according to daim 2, wherein the 
labels are unique labels (Fig. 6) assigned to cells 
obtained by segmenting a multi -dimensional fea- 
ture amount space into a plurality of cells, and 

said assigning means computes a feature 
amount of each of the plurality of blocks, and 
assigns a label, assigned to the cell to which 
the computed feature amount belongs, to that 
block 

7. The apparatus according to daim 6, wherein the 
plurality of blocks are obtained by segmenting an 
image into a plurality of blocks in the vertical and 
horizontal directions, and the block order used in 
said generation means is an order for scanning the 
plurality of blocks obliquely. 

8. TTie apparatus according to daim 6. wherein the 
plurality of blocks are obtained by segmenting an 
image into a plurality of blocks in the vertical and 
horizontal directions, and the block order used in 
said generation means is an order for scanning the 
plurality of blocks in the horizontal or vertical direc- 
tion. 

9. The apparatus according to claim 2, wherein said 
second extraction means comprises: 

computation means (824, S24a) for computing 
similarities between a label sequence of the 
query image and label sequences of image 
data extracted by said first extraction means; 
and 

output means (S24, S25, S24a. S25a) for out- 
putting image data, in which similarities com- 
puted by said computation means exceed a 
predetermined value, as search results. 

10. The apparatus according to claim 9, wherein said 
computation means has a penalty table (Fig. 1 1 ) for 
holding penalty values in correspondence with 
pairs of label values, and computes the similarities 
between the label sequence of the query image 
data and the label sequences of the extracted 
image data on the basis of the penalty table. 

11. The apparatus according to daim 10, wherein the 
Icibels are unique labels assigned to cells obtained 
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by segmenting a multi-dimensional feature amount 
space into a plurality of cells, and 

each of the penalty values is set on the basis of 
a distance between the cells expressed by two s 

labels. 

12. The apparatus according to claim 10. wherein said 
computation means assigns a penalty value corre- 
sponding to overs/shorts of labels upon computing io 
the similarity between a label sequence of a query 
image and an image to be compared. 

13. The apparatus according to claim 12. wherein the 
penalty value corresponding to overs/shorts of the is 
labels is acquired on the basis of a theory of autom- 
aton. 

14. The apparatus according to claim 10, wherein said 
computation means computes the similarities by so 
executing DP matching using the penalty values. 

15. The apparatus according to claim 14, further com- 
prising setting means for setting a width of a match- 
ing window of DP matching used in said 25 
computation means. 

16. The apparatus according to claim 2. wherein said 
first extraction means extracts label sequences 
each including a predetermined number or more of 30 
labels identical to labels included in the label 
sequence of the query image or labels with higher 
similarities with reference to said Index means. 

17. The apparatus according to claim 2, wherein the 35 
label sequence represents a two-dimensional label 
matrix that reflects positions of the plurality of 
blocks, and 

said second extraction means comprises: 40 
first matching means (S1 01 -Si 12) for obtain- 
ing row sequences of image data extracted by 
said first extraction means by pairing label 
sequences in units of rows obtained from a 
label matrix of the query image data with label 45 
sequences in units of rows obtained from each 
of label matrices of the extracted image data by 
DP matching; and 

second matching means (S1 13) for obtaining 
similarities between a row sequence of the so 
label sequence of the query image data and 
the row sequences obtained by said first 
matching means by DP matching. 

18. The apparatus according to claim 17. wherein the ss 
label sequences in units of rows are sequences 
corresponding to a horizontal direction of an image. 



19. The apparatus according to claim 17, wherein the 
label sequences in units of rows are sequences 
corresponding to a vertical direction of an image. 

20. The apparatus according to claim 17, further com- 
prising output means for outputting images, similar- 
ities obtained by said second matching means of 
which exceed a predetermined value, as search 
results. 

21. The apparatus according to claim 17, wherein said 
first matching means has a penalty table for holding 
penalty values in correspondence with pairs of 
labels, and computes distances between the label 
sequence of the query image and the label 
sequences of the extracted images using DP 
matching with reference to the penalty table. 

22. The apparatus according to claim 1 7, wherein said 
second matching means has an inter-row penalty 
table for holding penalty values in correspondence 
with pairs of row numbers in the row sequence, and 
computes similarities between the row sequence of 
the query image data and row sequences of the 
extracted image data using DP matching with refer- 
ence to the inter-row penalty table. 

23. The apparatus according to claim 22. further com- 
prising holding means (8121-132) for determining 
penalty values that pertain to pairs of rows on the 
basis of similarities of label sequences of individual 
rows of the query image data, and holding the pen- 
alty values as the inter-row penalty table. 

24. The apparatus according to claim 17, wherein said 
first matching means gives a penalty and constraint 
corresponding to elasticity of a label sequence to 
be compared upon computing similarities between 
the label sequence of the query image data and 
label sequences stored in said storage means. 

25. The apparatus according to claim 24. wherein the 
penalty and constraint corresponding to elasticity of 
the label sequence to be compared are acquired on 
the basis of a theory of DP matching. 

26. The apparatus according to claim 17, further com- 
prising first setting means for setting a width of a 
matching window of DP matching used in said first 
matching means. 

27. The apparatus according to claim 17, further com- 
prising second setting means for setting a width of 
a matching window of DP matching used in said 
second matching means. 

28. The apparatus according to claim 1 . wherein said 
storage means stores label histogram information 
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representing a histogram of labels assigned to the 
respective blocks of the image data by said genera- 
tion means. 

29. The apparatus according to daim 28. wherein said s 
second extraction means makes a similar image 
search on the k>asis of an inner product of the label 
histogram Information between images extracted 

by said first extraction means, and the query Image. 

10 

30. The apparatus according to claim 28, further com- 
prising setting means (S241) for setting as a search 
condition, a label to be retrieved and a content 
range thereof on the basis of the label histogram 
information of the query image, and is 

wherein said first extraction means extracts 
images with reference to said index means under 
the search condition set by said setting means. 

31. The apparatus according to claim 30, wherein said 20 
setting means sets only a label included in the 
query Image as the label to be retrieved. 

32. The apparatus according to daim 30, wherein said 
setting means sets as the label to be retrieved a 25 
label induded in the query image, and a similar 
label, in which a penalty value with respect to that 
label is not more than a predetermined value. 

33. The apparatus according to daim 32, wherein said 30 
first extraction means extracts images which 
include at least one of the labels to be retrieved set 

by said setting means within the content range. 

34. The apparatus according to claim 32, wherein the 35 
penalty value is set in correspondence with a desir- 
ably set ambiguity level. 

35. The apparatus according to daim 29, wherein said 
setting means sets as the content range a range 40 
defined by values respectively obtained by multiply- 
ing the number of labels to be retrieved included In 
the query Image by first and second predetermined 
values. 

45 

36. The apparatus according to daim 30. further com- 
prising control means for, when said first extraction 
means extracts images, the number of which 
exceeds a predetermined upper limit value, control- 
ling said setting means and said first extraction so 
means to repeat operations using another label in 
the query image. 

37. The apparatus according to daim 36. wherein said 
control means selects a label to be used in turn ss 
from higher-rank labels in the label histogram infor- 
mation of the similarity search Image. 



38. An image search method characterized by compris- 
ing: 

the generation step (S11-S14, S14a. S211- 
S214) of generating label information by seg- 
menting image data into a plurality of blocks, 
and assigning labels in correspondence with 
feature amounts acquired in units of blocks: 
the step (S14. SI 4a, S216) of providing index 
means for readably holding, using each label of 
a label sequence as a key, image data includ- 
ing that label and the number of labels induded 
In the image data; 

the storage step (Si 5, SI 5a, S215) of storing 
the label information that pertains to the labels 
assigned in the generation step in storage 
means in correspondence with the image data: 
the first extraction step (821 -823. S22a, S23a, 
S201, S202) of extrading image data having 
label information similar to label information of 
a query image with reference to said index 
means: and 

the second extraction step (824. 825, 824a. 
S25a. 8204) of extracting similar image data by 
computing similarities between the image data 
extracted in the first extraction step, and the 
query image. 

39. The method according to claim 38. wherein the 
generation step comprises the assigning step (812- 
S14. 814a) of segmenting image data into a plural- 
ity of blocks, and assigning labels in correspond- 
ence with feature amounts acquired In units of 
labels, and includes the step of generating a label 
sequence by arranging the labels assigned In the 
assigning step in a predetermined block order. 

40. The method according to claim 39, wherein the 
latDel information stored in said storage means is a 
label sequence generated In the generation step, 
and 

the second extraction step includes the step of 
extracting similar image data by computing 
similarities between label sequences stored in 
said storage means of the image data 
extracted in the first extradion step, and a label 
sequence of the query image. 

41. The method according to claim 38, wherein image 
data registered in units of labels of said index 
means are sorted and registered on the t>asis of the 
numbers of labels included in those images. 

42. The method according to claim 38. wherein said 
index means registers image IDs which specify 
image data including a label of interest in units of 
labels. 
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43. The method according to claim 39, wherein the 
labels are unique labels (Fig. 6) assigned to cells 
obtained by segmenting a multi-dimensional fea- 
ture amount space into a plurality of cells, and 

5 

the assigning step includes the step of comput- 
ing a feature amount of each of the plurality of 
blocks, and assigning a label, assigned to the 
cell to which the computed feature amount 
belongs, to that block. io 

44. The method according to claim 43, wherein the plu- 
rality of blocks are obtained by segmenting an 
image into a plurality of blocks in the vertical and 
horizontal directions, and the block order used in is 
the generation step is an order for scanning the plu- 
rality of blocks obliquely. 

45- The method according to claim 43. wherein the plu- 
rality of blocks are obtained by segmenting an 20 
image into a plurality of blocks in the vertical and 
horizontal directions, and the block order used in 
the generation step is an order for scanning the plu- 
rality of blocks in the horizontal or vertical direction. 

25 

46. The method according to claim 39, wherein the sec- 
ond extraction step comprises: 

the computation step (S24) of computing simi- 
larities between a label sequence of the query 30 
image and label sequences of image data 
extracted in the first extraction step; and 
the output step (S24, S25. S24a. S25a) of out- 
putting image data. In which similarities com- 
puted in the computation step exceed a 3S 
predetermined value, as search results. 

47. The method according to claim 46. wherein the 
computation step has a penalty table (Fig. 11) for 
holding penalty values in correspondence with 40 
pairs of label values, and includes the step of com- 
puting the similarities between the label sequence 

of the query image data and the label sequences of 
the extracted image data on the basis of the penalty 
table. 45 

48. The method according to claim 47, wherein the 
labels are unique labels assigned to cells obtained 
by segmenting a multi-dimensional feature amount 
space into a plurality of cells, and so 

each of the penalty values is set on the basis of 
a distance between the cells expressed by two 
labels. 

55 

49. The method according to claim 47. wherein the 
computation step includes the step of assigning a 
penalty value corresponding to overs/shorts of 



labels upon computing the similarity between a 
label sequence of a query image and an image to 
be compared. 

50. The method according to claim 49, wherein the 
penalty value corresponding to overs/shorts of the 
labels is acquired on the basis of a theory of autom- 
aton. 

51. The method according to claim 47, wherein the 
computation step includes the step of computing 
the similarities by executing DP matching using the 
penalty values. 

52. The method according to claim 51 , further compris- 
ing the setting step of setting a width of a matching 
window of DP matching used in the computation 
step. 

53. The method according to claim 39, wherein the first 
extraction step includes the step of extracting label 
sequences each including a predetermined number 
or more of labels identical to labels included in the 
label sequence of the query image or labels with 
higher similarities with reference to said index 
means. 

54. The method according to claim 39. wherein the 
label sequence represents a two-dimensional label 
matrix that reflects positions of the plurality of 
blocks, and 

the second extraction step comprises: 
the first matching step (S101-1 12) of obtaining 
row sequences of image data extracted in the 
first extraction step by pairing label sequences 
in units of rows obtained from a label matrix of 
the query image data with label sequences in 
units of rows obtained from each of label matri- 
ces of the extracted image data by DP match- 
ing; and 

the second matching step (Si 13) of obtaining 
similarities between a row sequence of the 
label sequence of the query image data and 
the row sequences obtained in the first match- 
ing step by DP matching. 

55. The method according to claim 54. wherein the 
label sequences in units of rows are sequences 
corresponding to a horizontal direction of an image. 

56. The method according to claim 54, wherein the 
label sequences in units of rows are sequences 
corresponding to a vertical direction of an image. 

57. The method according to claim 54, further compris- 
ing the output step of outputting images, similarities 
obtained by said secorKi matching means of which 
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exceed a predetermined value, as search results. 

58. The method according to claim 54, wherein the first 
matching step has a penalty tat)le for holding pen- 
alty values in correspondence with pairs of labels, s 
and includes the step of computing distances 
between the label sequence of the query image 
and the label sequences of the extracted images 
using DP matching with reference to the penalty 
table. 10 

59. The method according to claim 54, wherein the sec- 
ond matching step has an inter-row penalty table for 
holding penalty values In correspondence with 
pairs of row numbers in the row sequence, and is 
includes the step of computing similarities between 

the row sequence of the query image data and row 
sequences of the extracted image data using DP 
matching with reference to the inter-row penalty 
table. 20 

60- The method according to claim 59, further compris- 
ing the holding step (SI 21 -1 32) of determining pen- 
alty values that pertain to pairs of rows on the basis 
of similarities of label sequences of respective rows 25 
of the query image data, and holding the penalty 
values as the inter-row penalty table. 

61 . The method according to claim 54, wherein the first 
matching step includes the step of giving a penalty 3o 
and constraint corresponding to elasticity of a label 
sequence to be compared upon computing similar- 
ities between the label sequence of the query 
image data and label sequences stored in said stor- 
age means. 35 

62. The method according to daim 61. wherein the 
penalty and constraint corresponding to elasticity of 
the label sequence to be compared are acquired on 
the basis of a theory of DP matching. 40 

63. The method according to claim 54, further compris- 
ing the first setting step of setting a width of a 
matching window of DP matching used in the first 
matching step. 45 

64. The method according to claim 54, further corrpris- 
ing the second setting step of setting a width of a 
matching window of DP matching used in the sec- 
ond matching step. so 

65. The method according to claim 38, wherein said 
storage means stores label histogram information 
representing a histogram of labels assigned to the 
respective blocks of the Image data in the genera- ss 
tion step. 

66. The method according to claim 65. wherein the sec- 



40 

ond extraction step includes the step of making a 
similar image search on the basis of an inner prod- 
uct of the label histogram information between 
images extracted in the first extraction step, and the 
query image. 

67. The method according to claim 65. further compris- 
ing the setting step (S241) of setting as a search 
condition, a label to be retrieved and a content 
range thereof on the basis of the label histogram 
information of the query image, and 

wherein the first extraction step includes the 
step of extracting images with reference to said 
index means under the search condition set In the 
setting step. 

68. The method according to claim 67, wherein the set- 
ting step includes the step of setting only a label 
included in the query image as the lat>el to be 
retrieved. 

69. The method according to claim 67, wherein the set- 
ting step includes the step of setting as the label to 
t>e retrieved a label included in the query image, 
and a similar label, in which a penalty value with 
respect to that label is not more than a predeter- 
mined value. 

70. The method according to claim 69. wherein the first 
extraction step includes the step of extracting 
images which includes at least one of the labels to 
be retrieved set in the setting step within the con- 
tent range. 

71. The method according to claim 69. wherein the 
penalty value is set in correspondence with a desir- 
ably set ambiguity level. 

72. The method according to claim 66, wherein the set- 
ting step includes the step of setting as the content 
range a range defined by values respectively 
obtained by multiplying the number of labels to be 
retrieved included in the query image by first and 
second predetermined values. 

73. The method according to claim 67, further compris- 
ing the control step of controlling the setting step 
and the first extraction step to repeat operations 
using another label in the query image, when 
images, the number of which exceeds a predeter- 
mined upper limit value, are extracted in the first 
extraction step. 

74. The method according to claim 73, wherein the 
control step includes the step of selecting a label to 
be used in turn from higher-rank labels in the label 
histogram information of the similarity search 
imaga 
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75. A storage medium that stores a control program for 
making a computer implement an image search 
process, said control program characterized by 
comprising: 

5 

a program code of the generation step (S11- 
S14, S14a, S211-214) of generating labelinfor- 
mation by segmenting image data into a plural- 
ity of blocks, and assigning labels In 
con-espondence with feature amounts acquired io 
in units of blocks; 

a program code of the step (Si 4, SI 4a. S216) 
of providing index means for readably holding, 
using each label of a label sequence as a key, 
image data including that label and the number is 
of labels included in the image data; 
a program code of the storage step (S15. 
S15a, S215) of storing the label information 
that pertains to the labels assigned In the gen- 
eration step in storage means In correspond- so 
ence with the image data; 
a program code of the first extraction step 
(821-823. 822a. S23a, 8201 . 8202) of extract- 
ing image data having label information similar 
to label information of a query image with refer- 25 
ence to said index means; and 
a program code of the second extraction step 
(24. 825. 824a. 825a. 8204) of extracting sim- 
ilar Image data by computing similarities 
between the image data extracted in the first 3o 
extraction step, and the query image. 

76. A method of obtaining data for use in processing 
image data, the method comprising; 

35 

segmenting image data into blocks; 
assigning labels to the blocks according to fea- 
tures In the blocks; 

generating a label sequence in the order of the 
blocks; and 40 
generating an index for the image data using 
the sequence of labels as a key. 

77. A storage medium containing Indexed Image data 
produced by the method of claim 76. 4S 

78. An electrical signal carrying processor Implementa- 
bie instructions for controlling a processor to carry 
out the method of any one of'claims 38 to 76. 

so 
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